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An environmental release report shall be completed for all
environmental releases which are caused by an Air Force activity
or which occurs on an Air Force installation or facility.

Examples of environmental releases are listed as follows but are
limited to: oil releases to navigable waters, hazardous

substance release above the reportable quantity, vinyl chloride
releases, excessive emissions over amount allowed in permits,
hazardous material incidents occurring during transportation,
underground storage tank spills and releases, and any emergency
incidents of environmental contamination. The Contractor shall
immediately notify the Contracting Officer's representative in

the event of any environmental release. The following

information shall be documented: the time, type, amount, and

cause of the release.

30. PHASING

Dormitories 251 and 254 will be vacated by 31 March 1997. These dormitories will
be turned over to the contractor immediately upon receiving Notice to Proceed.
Dormitory 371 will remain occupied and no work will be allowed on this building
until after completion of either Dorm 251 or 254. After acceptance of either dorm
251 or 254, the Air Force shall have 30 days to relocate the occupants in Dorm 371
and turn the building over to the contractor to begin work. The contract

completion time for Dorm 371 starts the day the building is turned over to the

contractor.

END OF SECTION 00800

Revised by Amendment No.
DACAO01-97-B-0024-0001



Bl DDER S NANME: DACAQL- 97- B- 0024

Bl DDI NG SCHEDULE

Item Esti mat ed Uni t Esti mat ed
No. Descri pti on Quantity Uni t Price Anmount
Base Bid
1 Repair Dorm 251 1 Job XXX
2 Repai r Dorm 254 1 Job XXX
3 Site Wrk 1 Job XXX

Totlal Base|Bi d

Additive Alternate [No. 1

4 New St andi ng Seam
Met al Roofs for
Dornms 251, 254 1 Job XXX

Total Base Bid|Pl us
Additi e Alterrjate No. 1

Additive Alternate |[No. 2

5 Pai nt Exterior of
Dorns 251, 254 1 Job XXX
Total Base Bi|ld Pl us
Additive Altdrnate Ng.s 1 & 2

Additive Alternate |[No. 3

6 Pai nt Handrail s,
Install Bat hroom
Wai nscot, Install
Oven/ Range/ Hood
Units for

Dorns 251, 254 1 Job XXX

otal Base Bild Plus Additive
|l ternate No.|s 1, 2 & 3

> —

Entire Section Added by
Amendment No.
BS - 1 DACA01-97-B-0024-0001



Bl DDER S NANME: DACAQL- 97- B- 0024

Bl DDI NG SCHEDULE

Item Esti mat ed Uni t Esti mat ed
No. Descri pti on Quantity Uni t Price Anmount

Additive Alternate |[No. 4

7 Repair Dorm 371 1 Job XXX
Total Base Bild Plus Additive
Alternate No.s 1, 2, |3 & 4

Additive Alternate [No.5

8 Repl ace Chiller
Dorm 371 1 Job XXX

otal Base Bild Plus Additive
lternate No.Js 1, 2, 1|3, 4 &5

> —

MNOTES FOR BI PDI NG SCHEDULE

Entire Section Added by
Amendment No.
BS - 2 DACA01-97-B-0024-0001



NOTE NO. 1. To better facilitate the public bid opening process, all nodifications
to bids are to be subnmitted on copies of the |latest bid schedul es as published in
the solicitation or the |atest anendnent thereto. 1In lieu of indicating

addi tions/deductions to bid items, all bidders should state their revised prices
for each item The conpany nane shoul d be indicated on the face of the bidding
schedul e to preclude being m spl aced.

NOTE NO. 2. Bidders nust insert a price on all nunbered itens of the
Bi ddi ng Schedule. Failure to do so will disqualify the bid.

NOTE NO. 3. If a nodification to a bid is submtted and provides for a | unp-sum
adjustnent to the total estinmated cost, the application of the |unp-sum adjustnment
to each unit price and/or lunp-sumprice, in the bid schedule must be stated or, if
it is not stated, the bidder agrees that the | unp-sum adjustnent shall be applied
on a prorata basis to every bid itemin the bid schedul e.

NOTE NO 4. CONDI TI ONS GOVERNI NG EVALUATI ON OF BI DS AND AWARD OF
CONTRACTS.

One contract only will be awarded on this Bid Schedule and award w |l be

made to the | ow bidder on the Base Bid and any Additive or Additives, in

accordance with paragraph entitled "ADDI TI VE OR DEDUCTI VE | TEMS

(DEC 1991)", of the Instructions to Bidders.

Entire Section Added by
Amendment No.

BS - 3 DACAO01-97-B-0024-0001



Additive Alternate No.1 New Roofs for Dornms 251 & 254: Install new roof structure,
roof deck and standing seamnetal roof. |In addition, work shall include but is not
limted to extensions of mechanical vents through roof and connection to existing
rain | eaders.

Additive Alternate No.2 Paint Exterior of Dorms 251 & 254: Work shall include but
isnot limted to applying a two color finish of all exterior surfaces, excluding
exposed brick

Additive Alternate No.3 Paint Handrails, Install Bathroom Wi nscot, I|nstal

Oven/ Range/ Hood Units for Dorms 251, 254: Wirk shall include but is not linmted to
preparation and painting the exterior handrails, installing wainscot in dorm

bat hroonms and installing the oven/range/ hood units in the central kitchen areas.

Additive Alternate No.4 Repair Dorm 371

--Install new roof structure, roof deck and standing seamnetal roof. |In addition,
work shall include but is not limted to extensions of mechanical vents through
roof and connection to existing rain | eaders.

--Work shall include but is not limted to applying a two color finish of al
exterior surfaces, excluding exposed brick

-- Wirk shall include but is not Iinmted to preparation and painting the exterior
handrails, installing wainscot in dorm bathroonms and installing the oven/range/ hood
units in the central kitchen areas.

Additive Alternate No.5 Replace Dorm 371 Chiller: Replace air cooled chiller
i ncl udi ng associ ated connecti ons.

END OF

Entire Section Added by
Amendment No.

BS - 4 DACAO01-97-B-0024-0001
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construction in accordance with contract requirenments. Al CQC staff menbers
shall be subject to acceptance by the Contracting Oficer.

0.0.1 CQC Syst em Manager

The Contractor shall identify as CQC System Manager an individual within his
organi zation at the site of the work who shall be responsible for overall
managenent of CQC and have the authority to act in all CQC matters for the
Contractor. The CQC System Manager shall be a graduate engi neer, graduate
architect, or a graduate of construction managenent, with a mni numof 2 years
construction experience on construction simlar to this contract or a
construction person with a mnimmof 2 years in related work. This CQC
System Manager shall be on the site at all times during construction and wll
be enpl oyed by the prine Contractor. The CQC System Manager shall be assigned
no other duties. An alternate for the CQC System Manager will be identified
in the plan to serve in the event of the System Manager's absence. The
requirements for the alternate will be the same as for the designated CQC

Syst em Manager .

0.0.2 CQC Per sonnel

* In addition to CQC personnel specified el sewhere in the contract, the
* Contractor shall provide as part of the CQC organization specialized
* personnel to assist the CQC System Manager for the follow ng areas:
* electrical, mechanical, architectural. These individuals may be enpl oyees
* of the prime or subcontractor; be responsible to the CQC System Manager; be
* physically present at the construction site during work on their areas of
* responsibility; have the necessary education and/or experience in
* accordance with the experience matrix |listed herein. These individuals my
* performother duties but nust be allowed sufficient time to performtheir
* assigned quality control duties as described in the Quality Control Pl an.
Experience Matrix
Ar ea Qualifications
* a. Archi tectural Graduate Architect with 2 yrs
* experience or person with 5
yrs rel ated experience
b. Mechani cal G aduat e Mechani cal Engi neer
with 2 yrs experience or
person with 5 yrs rel ated
experience
c. Electrical Graduate El ectrical Engi neer

with 2 yrs rel ated experience
or person with 5 yrs rel ated
experience

0.0.3 Additional Requirement

In addition to the above experience and education requirenments the CQC System
Manager shall have conpleted the course entitled "Construction Quality

01440-4 Revised by Amendment No.
DACAO01-97-B-0024-0001



SECTI ON 09915

COLOR SCHEDULE

PART 1 GENERAL
1.1 REFERENCES

The publications listed below forma part of this specification to the extent
r ef er enced. The publications are referred to in the text by the basic
desi gnation only.

1.2 GENERAL

This section covers only the color of the exterior and interior materials and
products that are exposed to view in the finished construction. The word
"color" as used herein includes surface color and pattern. Requi rements for
quality and method of installation are covered in other appropriate sections
of the specifications. Specific locations where the various materials are
required are shown on the draw ngs. Items not designated for color in this
section may be specified in other sections. Wen color is not designated for
items, the Contractor shall propose a color for approval.

1.3 SUBM TTALS
Governnent approval is required for submittals with a "GA" designation;
submittals having an "FIO' designhation are for information only. The

following shall be submtted in accordance with Section 01300 SUBM TTAL
PROCEDURES:

SD- 14 Sanpl es
Col or board; GA; CD.

One sets of color boards, 120 days after the Contractor is given Notice to
proceed, conplying with the foll owi ng requirenents:

a. Color boards shall be all the actual finish textures, patterns, and col ors
required for this contract. No photographs will be accepted.

b. Materials shall be labeled with the finish type, manufacturer's nane,
pattern, and col or reference.

c. Sanmples shall be on size 81/2 by 11 inch boards with a maxi mum spread of
size 25-1/2 by 33 inches for fol douts.

d. Sanples for this color board are required in addition to sanples requested
in other specification sections.

e. Color boards shall be submitted to the foll owi ng addresses:

U S. Armmy Corps of Engineers

Entire Section Added by Amendment
09915- 1

Number DACA01-97-B0024-0001



MacDi Il Air Force Base Project Ofice
( CESAM CD- FM

Post O fice Box 6890

MacDi Il Air Force Base, FL 33608-6830

ATTEN: M. Leonard B. Paris, Resident Engi neer

PART 2 PRODUCTS
2.1 REFERENCE TO MANUFACTURER S COLOR

VWhere color is shown as being specific to one manufacturer, an equivalent
col or by another manufacturer may be submitted for approval. Manuf act urers
and materials specified are not intended to limt the selection of equal
colors from ot her manufacturers.

2.2 COLOR SCHEDULE
The color schedule lists the colors, patterns and textures required for
exterior and interior finishes, including both factory applied and field

appl i ed col ors.
2.2.1 Exterior Finishes

Exterior finishes for all walls, trim roof shall match the existing colors
used and conply with the installation design guidance for exterior colors.
Conduit, fire alarms, and fire extinguisher cabinets shall be painted to
closely match the adjacent surface col or.

2.2.1.1 Exterior Signage

Systens 2/90

PO Box 888289

Grand Rapids, M 49588-8289
800- 777- 4310

616- 949- 5959 FAX

Colors are to mtch installation design guide and conply wth ADA
requirements.

2.2.2 Interior Floor Finishes
Flooring materials shall be provided to match the colors listed bel ow.

a. Carpet: The CGenral Contractor has perm ssion to purchase the carpet
directly fromthe Masland M1 at GSA pricing.

Masl and Car pet

Nat i onal Accounts Manager for CGovernnment Sal es

Brett Bennett

334-675-9080

1- 800- 633- 0468

CP-1: Masl and, Grade: Fenestra 7802, Color 08205 Medici with attached
cushi on.

Entire Section Added by Amendment
09915 - 2

Number DACA01-97-B0024-0001



CP- 2: Masl and, Grade: Fenestra 7802, Color 08204 Constaine with attached

cushi on.

CPT- 3: Masl and, Reginment, 7801, Color: 08154 Beret

cushi on.

with attached

CPT- 4: Masl and, Regi ment, 7801, Color: 08169 Battalion with attached

cushi on.

CPT- 5: Masl and, Reginment, 7801, Color: 08151 Salute with attached

cushi on.

c. Vinyl Conposition Tile:

VCT-1: Manni ngton, Essentials, Color: 127 \Warm Bei ge
VCT-2: Mannington, Inspiration, Color: 409 Agate Medl ey
VCT-3: Manni ngton, Essentials, Color: 106 Cedar

VCT-4: Manni ngton, Esstentials, Color: 125 Silver Pine

* VCT-5: Manni ngton, Essentials, Color: 127 Warm Bei ge

e. Raised, Square, Pattern Rubber Tile Stair Treads, Kick Strips, and R sers:

RR-1: Building 251 and Building 371: Johnsonite 45 Sandl ewood

RR-2 Bui |l di ng 254: Johnsonite, 28 Medium G ey

f. Ceramc Tile:
rm Bat hr oons Bui | di ngs 251, 254 and 371
American O ean Tile: "Egyptstones"” Color: 036 Cairo
American O ean Tile: A 27 Sand 1" x 2"
Arerican O ean Tile: Al3 White 1" x 1"

Do

Cr-1
CT-2
CT-3

Dorm Bat hroom fl oor tile Pattern:

Anei can d ean SP-8314

12% CT-3

44% CT-1

40% CT-2

Gout: For CT-1, CT-2 and CT-3 Anerican O ean "QCak".

g. Porcelain Tile:

PT-1: Building 251: Match existing tile Gout: Mtch existing

PT-2: Building 254: Match existing tile Gout: Mtch existing

PT-3: Building 371: Crossville Ceramcs, Cross-Plus: 8 by 8 inches, Color:
A675 Sontehenge Gout: Security Gout and Mortar, SGM 112, Brown

* Reference Architectural Drawings for Floor tile pattern.

h. Concrete: SC

Entire Section Added by Amendment
Number DACA01-97-B-0024-0001
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2.2.3 Interior Base Finishes

Base materials shall be provided to match the colors |isted bel ow

a. Resilient Base and Edge Stri ps:

RB-1: Allstate Color 16 (Match P-1). (Common Areas)

RB-2: Roppe #572: (Match Door Trim (Dor m Roomns)

b. Ceramic Tile: CT-4 Ameraican O ean, #13 Cl assic Bone

c. Porcelain Tile:

PT-1: Building 251, Match existing tile and grout

PT-2: Building 254, Match existing tile and grout

PT-3: Building 371: Anerican O ean, W21 (TK25) Peach Dust

Grout for PT-3: Mat ch buil di ng 251.

d. Gout:

for CT- WMatch floor grout

for PT-1 WMatch floor grout

for PT-2: Match floor grout

for PT-3: Match floor grout

e. Painted Wod Base:

P-1: Sherwin WIlianms: Knubby Wol, SWO009

2.2.4 Interior Wall Finishes

Interior wall color shall apply to the entire wall surface, including reveals,
vertical furred spaces, grilles, diffusers, electrical and access panels, and
pi ping and conduit adjacent to wall surfaces unless otherw se specified.
Items not specified in other paragraphs shall be painted to match adjacent
wal I surface. Wall materials shall be provided to match the colors listed
bel ow.

NOTE: Textured wall finishes for Dorm Roons and Conmmon areas are indicated in
09000 General Paint.

a. Paint:

P-2: Sherwin WIIlianms Bauhaus Buff, SWO081
P-5: Sherwin WIlians, O gandy SW641

b Ceramc Tile:

CT-4 Anerican Oean 4 by 4 inches, Color: 13 Cassic Bone.
CT-5 Dal tile 4 by 4 inches, Color: K-175 Biscuit

c. Ceranmic Tile Gout:
CT- 4: Wi t e.

Entire Section Added by Amendment
Number DACA01-97-B-0024-0001
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CT-5: Security Color: Antique

d. Colums: See Architectural draw ngs for color placenent.

2.2.5 Interior Ceiling Finishes

Ceiling colors shall apply to ceiling surfaces including soffits, furred down
areas, grilles, diffusers, registers, and access panels. Ceiling color shall
also apply to joist, underside of roof deck, and conduit and piping where
joists and deck are exposed and required to be painted. Ceiling materials
shall be provided to match the colors listed bel ow.

a. Acoustical Tile and Gid:

ACT- 1:

b. Paint:

P-4 Sherwin WIllianms Pure Wite

c. Textured Finish: Color to match P-4 Sherwin WIlianms Pure VWite.

2.2.6 Interior Trim

Interior trimshall be provided to match the colors listed bel ow

a. Doors:

Wod Doors: Sherwin WIIlianms Gak

Metal Interior Doors: Match adjacent rubber or painted wood wall base.

b. Door Franes: Comon Areas P-1.Dorm Roonms: Match RB-2

c. Fire Extinguisher Cabinets: Match adjacent wall col or.

d. Handrails: Match trim

e. Wod Stain: Sherwin WIlianms Cak.

2.2.7 Interior Wndow Treat nent

W ndow treatments shall be provided to match the colors |isted bel ow

a. Hori zontal Bli nds: Bali: 042 Matte Wite.
2.2.8 Interior M scell aneous

M scel | aneous itens shall be provided to match the colors |isted bel ow

a. Fabri c Covered | nformati on Boards:
GQui l df ord of Main Fabrics

Buil ding 251: FR 701 Col or: GGarnet
Bui | di ng 254 and 371:

Entire Section Added by Amendment
Number DACA01-97-B-0024-0001
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Donegal Tweed Col or: 3102-209 Kerry G een.
b. Plastic Lam nate:

PL-1: (Common Areas only)
Nevamar: Greige Matrix MR-2-2T

PL-2: (Dorm Roons only) Nevanar:
Neutra Matrix Crystal MrR-2-3CR

c. Signage Message Color: Match the installation design guide.

d. Signage Background Col or Match the installation dei sgn guide.

e. Lockers: Natural finish

f. Wall Switch Handl es and Standard Receptacl e Bodies: Al nond

g. Electrical Device Cover Plates and Panels: Al nond

h. Vanity base Cabi nets: Mufacturs stain to match Sherwin WIIimans Cak.
i. Shower Pan and Shower Walls: Cultured Marble, Wite.

j. Transition Strips: Match carpet col or.

Bui | di ng 254: Johnsonite, 28 Medium G ey

a. Ceranic Tile:

Dor m Bat hr oons Bui | di ngs 251, 254 and 371

CT-1: Anerican Oean Tile: "Egyptstones" Color: 036 Cairo.
CT-2: Anerican Oean Tile: A 27 Sand

CT-3 Anerican Oean Tile: Al3 Wite

Dorm Bat hroom fl oor tile Pattern: Aneican O ean SP-8314

12% CT-3

44% CT-1

40% CT-2

Gout: For CT-1, CT-2 and CT-3 Anerican O ean "Qak".
b. Porcelain Til e:

PT-1: Building 251: Match existing tile
Grout: Match existing
PT-2: Building 254: Match existing tile
Grout: Match existing

PT-3: Building 371: Crossville Ceram cs, Cross-Plus:

8 by 8 inches, Color:A675 Sont ehenge
Grout: Security Gout and Mortar, SGM 112, Brown
* Reference Architectural Drawings for Floor tile pattern.
c. Concrete: SC
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2.2.9 Interior Base Finishes

Base materials shall be provided to match the colors |isted bel ow
a. Resilient Base and Edge Stri ps:

RB-1: Allstate Color 16 (Match P-1). (Common Areas)

RB-2: Allstate Color 10: (Match Door Trin) (Dorm Roons)

b. Ceramic Tile: CT-4 Ameraican O ean, #13 Cl assic Bone

c. Porcelain Tile:

PT-1: Building 251, Match existing tile and grout

PT-2: Building 254, Match existing tile and grout

PT-3: Building 371: Crossville Ceram cs, Cross-Plus:

8 by 8 inches, Color: A675 Stonehenge
Gout for PT-3: Security Gout and Mdrtar, SGM 112, Brown

d. Gout:

for CT- WMatch floor grout
for PT-1 WMatch floor grout
for PT-2: Match floor grout

e. Pai nt ed Wod Base:

P-1: Sherwin WIlianms: Knubby Wol, SWO009

2.2.10 Interior Wall Fini shes

Interior wall color shall apply to the entire wall surface, including reveals,
vertical furred spaces, grilles, diffusers, electrical and access panels, and
pi ping and conduit adjacent to wall surfaces unless otherw se specified.
Items not specified in other paragraphs shall be painted to match adjacent
wal I surface. VWall materials shall be provided to match the colors listed
bel ow.

NOTE: Textured wall finishes for Dorm Roons and Common areas are indicated in
09000 General Paint.

a. Paint:

P-2: Sherwin WIIianms Bauhaus Buff, SWO081
P-5: Sherwin WIlians, O gandy SW641

b Ceramc Tile:

American A ean 4 by 4 inches, Color: 13 C assic Bone.
c. Ceramic Tile Gout: Wite.
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d. Columms: See Architectural draw ngs for color placenent.

2.2.11 Interior Ceiling Finishes

Ceiling colors shall apply to ceiling surfaces including soffits, furred down
areas, grilles, diffusers, registers, and access panels. Ceiling color shall
also apply to joist, underside of roof deck, and conduit and piping where
joists and deck are exposed and required to be painted. Ceiling materials
shall be provided to match the colors listed bel ow.

a. Acoustical Tile and Gid:

ACT- 1:

b. Paint:

P-4 Sherwin WIllianms Pure Wite

c. Textured Finish: Color to match P-4 Sherwin WIlianms Pure Wite.

TX-1

2.2.12 Interior Trim

Interior trimshall be provided to match the colors listed bel ow

a. Doors:

Wod Doors: Sherwin WIIlianms QGak

Metal Interior Doors: Match adjacent rubber wall base.

b. Door Frames: Common Areas P-1.
Dor m Roonms: Mat ch RB-2

c. Fire Extinguisher Cabinets: Match adjacent wall col or.

d. Handrails: Match trim

e. Wod Stain: Sherwin WIlianms: QCak.

2.2.13 Interior Wndow Treat nent

W ndow treatments shall be provided to match the colors |isted bel ow
a. Horizontal Blinds: Bali: 042 Matte Wite.

2.2.14 Interior M scellaneous

M scel | aneous itens shall be provided to match the colors |isted bel ow

a. Fabri c Covered | nformati on Boards:
GQui l df ord of Main Fabrics

Buil ding 251: FR 701 Col or: GGarnet
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Bui | di ng 254 and 371: Donegal Tweed
Col or: 3102-209 Kerry G een.

b. Plastic Lam nate:
PL-1: (Common Areas only) Nevamar: Geige Matrix MR- 2-2T

PL-2: (Dorm Roons only) Nevamar: Neutra Matrix Crystal
MR- 2- 3CR

c. Signage Message Color: Match the installation design guide.

d. Signage Background Col or Match the installation dei sgn guide.

e. Lockers: Natural finish

f. Wall Switch Handl es and Standard Receptacl e Bodies: Al nond

g. Electrical Device Cover Plates and Panels: Al nond

h. Vanity base Cabi nets: Mufacturs stain to match Sherwin WIIimans Cak.
j Shower Pan and Shower Walls: Cultured Marble, White.

k. Transition Strips: Vinyl, Johnsonite, Match carpet col or.

PART 3 EXECUTI ON (Not Appl i cabl e)

END OF SECTI ON
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SECTI ON 10431

EXTERI OR NAMEPLATE DOCR SI GNAGE

PART 1 CGENERAL

1.1 REFERENCES

The publications listed below forma part of this specification to the extent
referenced. The publications are referred to in the text by basic designation
only.

ALUM NUM ASSQOCI ATI ON ( AA)
AA DAF- 45 (1980) Designation Systemfor Al um num Fini shes

AMERI CAN NATI ONAL STANDARDS | NSTI TUTE ( ANSI )
ANSI 797.1 (1994) Safety d azing Materials Used in Buildings

AMERI CAN SCCI ETY FOR TESTI NG AND MATERI ALS ( ASTM
ASTM E 84 (1994) Surface Burning Characteristics of Building

Material s
CODE OF FEDERAL REGULATI ONS ( CFR)

36 CFR 1191 Americans with Disabilities Act (ADA) Accessibility
Qui delines for Buildings and Facilities

NATI ONAL ASSOCI ATI ON OF ARCHI TECTURAL METAL MANUFACTURERS ( NAAMM)

NAAMM AMP 505 (1988) Metal Finishes Manual for Architectural and
Met al Products; Section: Applied Coatings

NATI ONAL FI RE PROTECTI ON ASSQOCI ATl ON ( NFPA)
SOCI ETY OF AUTOMOTI VE ENG NEERS ( SAE)

SAE AMS 3611 (1964; Rev C) Plastic Sheet, Polycarbonate Cenera
Pur pose

1.2 CGENERAL

Exteri or nanepl ate door signage, herein referenced as "signs or signage" shal
be of the size and type shown on the draw ngs, shall conformto the
requi rements specified herein, and shall be provided on each and every

Entire Section Added by
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dorm tory roomexterior door, on all floors and in all sectors. Signs shall be
complete with lettering, framng as detailed, and rel ated conmponents for a
complete installation. Materials shall be the standard product of a

manuf acturer regularly engaged in the manufacture of the products. The
manuf acture shall have a current General Service Adm nistrative Signage
Contract.

1.3 SUBM TTALS

Governnent approval is required for submittals with a "GA" designation;
submittals having an "FI O designation are for information only. The

followi ng shall be submitted in accordance with Secti on PROCEDURES:

SD- 01 Data

Si ghage; GA; CD

Manuf acturer's descriptive data, catalog cuts, and installation instructions.
SD- 04 Dr awi ngs

Si ghage; GA; ED

Drawi ngs showi ng el evations; dinensions, details, and methods of nounting or
anchoring; shape and thickness of materials; and details of construction. A
schedul e indicating the location of sign shall be included.

SD-06 Instructions

Si gnhage; FIOQ CD

Manuf acturer's installation instructions and cl eaning i nstructions.

SD- 14 Sanpl es
Si ghage; GA; CD

One sanpl e of signage. The sanple shall consist of a conplete sign with
messages and room nunbers, wi ndow inserts, and neno hol der. Sanples may be
installed in the work, provided each sanple neets the col or requirements and
is identified and | ocati on recorded.

1.4 DELI VERY AND STORAGE

Materials shall be wapped for shipnent and storage, delivered to the jobsite
i n manufacturer's original packaging, and stored in a clean, dry area.

PART 2 PRODUCTS
2.1 CGENERAL

Si gn conponents are to be by a single manufacturer including all necessary,
fitting and fastenings. Color of sign products shall be in accordance wth
Entire Section Added by
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Section 09915 COLOR SCHEDULE. Signs shall be a conbination of subsurface copy
graphics, tactile copy graphics, wi ndow inserts, sliding wi ndow and neno
hol der. Surface applied vinyl copy/graphics will be di sapproved

2.2 ALUM NUM

Al um num al |l oy products shall conformto ASTM B 221 for extrusions. Al unm num
extrusions shall be provided at |least 1/8 inch thick and al um num pl ate or
sheet at |east 16 gauge, 0.0508 inch thick

2.3 CRGANI C CQOATI NG

Surfaces shall be cleaned, prined, and given a Sem-gl oss baked enanel or
t wo- conponent acrylic polyurethane finish in accordance with NAAVM AVMP 505
with total dry filmthickness not |ess than 0.030 mm (1.2 mls.)

2.4 LEXAN LENS

Lexan | ens shall be in accordance with the flammability requirenments of ASTME
84 and shall conformto ANSI Z97.1

2.5 ANCHORS AND FASTENERS

Exposed anchor and fastener materials shall be conpatible with metal to which
applied and shall match in color and finish.

2.6 GRAPH Cs
2.6.1 Tactil e G aphics for Room Nunbers

Room numbers shall be tactile (perceptible to touch) and shall conmply with 36
CFR 1191. Phenolic photo polyner inserts with raised copy shall be raised

. 031 inches fromthe background surface. No handcut copy will be accepted.
Edges that are nicked, cut, or ragged will not be acceptable. Nunbers,
Characters and synbols shall contrast in color with their background.

2.6.2 Subsurface G aphics for Room Messages

Subsur face copy/ graphics shall conformto the follow ng:

Textured .030 inch clear Polycarbonate face with subsurface applied using the
sil kscreen process. Silkscreened i nages shall be executed with photo screens
prepared fromoriginal art. No handcut screens will be accepted. Oigina
art shall be defined as earthwork that is a first generation stencil of the
original specified art. Edges and corners shall be clean

2.6.3 Messages and Room Nunbers

See drawi ngs for nessages. Room nunbers are to be based on the base
install ati on standards and gui dance and are to be approved and coordi nat ed
with the Governnment Contracting Representative and with the Base G vi
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Engi neer Representative. Typeface: Helvetica medium Type size as indicate
i ndi cated on draw ngs.

No signage is to be fabricated or installed wi thout the approval fromthe
Gover nnment .

2.6.4 Mount i ng

Mount signs as recommended by the manufacturer and at the |ocations and

hei ghts as i ndi cat ed.

PART 3 EXECUTI ON

3.1 | NSTALLATI ON

Signs shall be installed in accordance with approved manufacturer's
instructions. Signs shall be installed at all dormitory roomexterior doors,
on all floors and in all sectors. Signs shall be installed plunb and true at
mount i ng heights indicated. Signs shall not be installed until finishes on
such door surfaces have been conpl et ed.

3.1.1 Anchor age

Anchor age shall be in accordance with approved manufacturer's instructions.
3.1.2 Protecti on and C eani ng

The work shall be protected agai nst damage during construction.

--End of Section--
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